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NOTES
DO NOT SCALE FROM THIS DRAWING
TO BE READ IN COLOUR 
Contractors, sub-contractors and suppliers are to verify 
any critical dimensions on site prior to commencing 
work, fabrication or construction of any elements.
Any discrepancies or errors must be brought to the 
attention of Robert Myers Associates.
All structural elements are shown indicatively. For all 
elements of structure, refer to structural engineers' and 
specialist sub-contractor/fabricators' design, detail and 
specification. 
The drawings are to be read in conjunction with all 
relevant landscape architect, consultant and specialist 
drawings.
This drawing is to be read specifically in conjunction 
with: 
630_01(MP)001 Landscape Masterplan; and
630_01(MP)107 Cowley Road East.
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Existing 
Railway Track

Car way

Proposed Tree cluster, to include:
London Plane (Plantanus x acerifolia) 
supplied at semi-mature size, Black 
Alder(Alnus glutinosa) in swales, and 
multi-stem Amelanchier lamarckii

Underground tree guying

Basement extent to 
architect's details

600mm 
maintenance zone

3m buildout to road with
Open Mosaic Habitat
and scattered native 
shrubs 

Ventilation grille to basement

Gapped ' hit and miss' kerb
for passive irrigation from

surface water runoff

Gapped kerb(900mm run with 
300mm gaps) to allow surface 
runoff into bioretention swales

Biorentention swale, graded to 700mm depth, with moisture 
tolerant planting.  To engineer's specification.

Stones of local provenance, rounded, varying 
from 50mm to 250mm with 20-40 gravel infill.
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REVISIONS

Swales added to drainage officer comments;
tree species changed.
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